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    D 2   
method's standards norm tests number 

ASTM D 316 74 Cetan number ; min 1 

ASTM D 643 11 Cetan Index ; min 2 

ASTM D 63 

  Distillation at deg C,  

6 

262 125 distilled at deg C, max 

672 625 distilled at deg C, max 

632 635 distilled at deg C, max 

2 Residue and losses after distillation, % max 

ASTM D 162 Third deg Copper strip test (after 6 hour in 12c deg) 7 

ASTM D 7212 611…632 Density at 11C, Kg/cm; 1 

ASTM D 771 2,1…3 Kinematics viscosity at 22C ,mm/s 3 

ASTM D 2426 2,21 Water content and Residue%; max 4 

ASTM D 762 2,21 Cinder content , % max 6 

ASTM D 1616 72 Aromatic content %,max 6 

ASTM D 1716 
2,1 Sulfur content , % max 12 

ASTM D 2322 

ASTM D 66 12 Flash point C; min 11 

ASTM D 127 2,21 Residue carbon in (12 % distilled residue) max 12 

ASTM D 2122 -12 Cloud point C ; max 16 

ASTM D 7666 -22 Pour point C ; max 17 

ASTM D 3641 -1 C F PP ;C 11 

GOST 2,21 Mercaptan content and H2S % max 13 

D 6272 1 .Acide number, mg KOH/122ml; max 14 

GOST 2,21 Salts , max 16 

GOST 72 Quatrans content ( mg/1222ml ) 16 

GOST   ( Na,Pb,Ca, V)content, mg/l 22 

        


